183U simple 5-step installation:

assess application and prepare sleeve load sleeve onto push sleeve to inflate packerto
damage length packer defect with crawler expand/lock sleeve

economical typical small-diameter installation:

.m ~30 minutes m ~$650 personnel: [

equipment: compressor ¢ air hose ¢ Quick-Lock sleeve ¢ packer » confined-space gear e 6-32" crawler with packer hitch

d ura IJI e for maximum life:

sleeve material .. ..... 316L stainless steel

gasket material ... ........ single-piece
vulcanized EPDM rubber

chemical resistance . . sewage, thinned acids,
lye, aromaticand

chlorinated hydrocarbons

certification . . . . .. ASTM Standard F3110-14 patented stainless

gear ratchetlocks
EPDM rubber gasket

316Lstainless sleeve

versatile for most any job:
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holes cracks  root intrusion
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e pointrepair sleeves ® end cap sleeves diameters up to 48" “— diametersup to 72"
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Target failing pipes with a stainless

rehab sleeve that mstalls in minutes. ér{aéi \
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Forstandalone point repair, or for pre-lining under Quick-Lock end caps strengthen a CIPP liner at its
high infiltration, Quick-Lock sleeves restore a pipe’s most vulnerable points—the ends. Stronger and
structuralintegrity and seal out groundwater. They easier toinstall than other end caps, they're a
minimize diameter loss and outlast any other rehab. must-have insurance policy forinstalled CIPP.



